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Redefining the way
you experience sound.™

Applications:

Technical Information:
Model Name/Number:

Primary Use:
Series:

System Type:
Frequency Response:

Sensitivity:
Recommended Power:

Drive Units:
Impedance:

Crossover Slope:
Crossover Frequency:

Color:
Grille:

Video Shielding:
Finished Dimensions:

Weight:
Warranty:

Subwoofer

1212SE
Powered Subwoofer
Signature Series
2way Bass Reflex
18Hz — 180kHz ± 3dB
86dB (2.83 Volts @ 1 Meter)
100400 Watts
(2) 12” Aluminum Woofer
4 Ohms
12dB/Octave
40Hz — 180Hz (Variable)
Black/Gloss Black/Custom Veneers
Black Cloth
Yes
15½” W x 18” H x 18” D
65 Lbs.
5 Years*

*Warranted for 5 (five) years from date of purchase to be free from
defects and workmanship. For more information see your RBH dealer.

The 1212SE, a dual longthrow, 12inch, 400watt class A/B 
powered subwoofer that uses Tuned Aperiodic Vent™ (TAV) 
technology for increased performance. TAV™ technology bridges 
the gap between vented and sealed enclosure subwoofer designs 
providing deeper low frequency extension than similar sized, 
sealed designs. TAV™ technology shifts the vent tuning to a 
much lower frequency than would otherwise be possible in a 
smallvented enclosure and also improves transient response.

The 1212SE features two 12inch aluminum drivers—one front 
firing and one down firing. Besides helping to compact the 
size of the cabinet, the downfiring woofer enhances the low 
frequency tactile energy transferred to the floor for a true “you 
are there” experience. Providing all of the thunderous bass is 
an internal, 400watt, Class A/B amplifier capable of powering 
the 1212SE down to 18Hertz!
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