
Signature Series
SI-760RB BRACKET INSTALLATION

For assistance, please call 800-543-2205 or check http://rbhsound.com for updated instructions.

HARDWARE AND TOOLS NEEDED: Drill plus drill bit (optional).

INCLUDED: Machined screws twelve (12) each for SI-760 or SI-760/R. 

1. Unpack the speaker bracket from the shipping box. 

2. Adhere foam adhesive along the inside edges of the bracket and on the backside 
of the speaker. 

STEP 1

1. Place the speaker inside the speaker bracket as shown below. 

STEP 5

1. Attach speaker to the bracket using the 12 machine screws from 
the front side of the speaker as shown below. 

STEP 4

1. This bracket is designed to be mounted between the framing members of a stud-
framed wall. Use a stud finder to locate the position of studs. Make sure you have 
a 2-inch clearance from the outside of the cutout hole from studs.

2. Drill a 1/4-inch hole in the center of the area you plan to mount the bracket. 
Cut or bend a piece of wire (a coat hanger works well) to a 90-degree angle. 
Insert the wire into the pilot hole and fish around to make sure there aren’t 
any obstructions which will interfere with the installation. 

 NOTE: If you must choose another location, the pilot hole can be easily patched.

3. Once a suitable location is found, draw and measure for the cutout. 

4. Carefully cut the hole with the appropriate cutting tool to remove the 
material inside the measured cutout.

STEP 2

1. Install the bracket into the wall and tighten the screws to the dog legs. The dog 
legs will automatically swing out and tighten (pinch) themselves against the 
drywall with the turning of the screws and will hold the bracket solidly in place. 
Don’t over tighten screws, if you over-tighten the screws the bracket frame may 
bend which will make it difficult to properly install the speaker.

 NOTE: If using a drill/driver, set the clutch to a low setting to prevent over 
tightening and possible damage to the frame or dog legs. If using hand tools, 
tighten just until firm. 

STEP 3

STEP 3. USE THESE
SCREWS TO TIGHTEN

THE DOG LEGS

Attached speaker to bracket using these twelve machined screw holes
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