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Designed for larger home theaters and listening rooms requiring 

reference-level performance, the modular RBH SX-T2/R consists 

of an SX-T1/R securely mounted atop a SX-1010N/R. Outfitted 

with reference-grade components, the SX-T2/R greatly improves 

upon the award-winning performance of its sibling, the SX-T2. 

The Danish tweeters boast improved resolution through the use 

of a larger motor structure and increased power handling. The 

6½-inch aluminum cone woofers that give the Signature Series 

its great bass to upper-midrange performance are upgraded 

to a more advanced aluminum cone woofer featuring a fixed-

position phase plug. The addition of this phase plug extends the 

frequency response of the woofers, resulting in increased clarity. 

Also upgraded are the dual 10-inch subwoofers, with vastly 

enhanced motor structures which give the subwoofers higher 

output capability and increased power handling. The SX-T2/R 

is currently available in black oak with a satin front baffle.
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MODEL NAME:
SX-T2/R

SYSTEM TYPE:
Left/Right Front Main Speaker

SERIES
Signature SX Reference Series

FREQUENCY RESPONSE
20Hz–20kHz ± 3dB

SENSITIVITY
92dB (2.83 Volts @ 1 Meter)

RECOMMENDED POWER
100-500 Watts

DRIVE UNITS
(2) 10” (254mm) Aluminum Subwoofers 
(4) 6½” (165mm) Reference Aluminum Woofers 
(3) 1” (25mm) Reference Silk Dome Tweeters

TWEETER PROTECTION
No

CROSSOVER FREQUENCY
2,500 Hz

CROSSOVER
24dB/Octave

IMPEDANCE
4 Ohms

CABINET
Medium Density Fiberboard (MDF)  
in a Standard Satin Black Oak or  
Sandalwood, or 30 Different Custom 
Veneer Finishes

GRILLE
Black Cloth

DIMENSIONS
13” W x 61-1/2” H x 19” D 
(330mm W x 1537mm H x 4835mm D)

WEIGHT
146 lbs. (66.22 kg)

WARRANTY
5 Years*

*Warranted for 5 (five) years from date of purchase to be free from defects and workmanship. For more information see 
your RBH dealer.
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M A T C H I N G  S E R I E S
BOOKSHELF: SX-661/R, SX-61/R
CENTER CHANNELS: SX-6100C/R, SX-661C/R, SX-441C/R
SURROUND CHANNEL: SX-44/R
TOWERS: SX-T1/R, SX-T3/R, SX-8300/R, SX-6300/R 
SUBWOOFER: SX-10/R, SX-1010P/R, SX-12/R, SX-1212P/R, SX-88
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TOP VIEW
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