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T System
SIGNATURE SERIES MODULAR SPEAKERS

The RBH Sound T System conveys the 

sheer thrill of action movies and the 

delicacy of the finest music recordings 

as no other speaker can. Even the 

world’s largest home theaters pose 

no challenge to the T System’s power 

and dynamics. Despite its muscle, the 

T System can reproduce the softest 

whisper with the realism and depth 

serious audio enthusiasts demand. 

RBH’s T System provides satisfying, 

enveloping and room-filling sound the 

entire family can enjoy.



T-2N: 2 each T-1 Modular Loudspeaker
 2 each 1010-SEN Non-powered Subwoofer
 2 sets of T-module Clamps
 2 sets of T-module Feet

T-3N:  2 each T-1 Modular Loudspeaker
 4 each 1010-SEN Non-powered Subwoofer
 4 sets of T-module Clamps
 2 sets of T-module Feet

T-2P: 2 each T-1 Modular Loudspeaker
 2 each 1010-SEN Non-powered Subwoofer
 2 each SA-400 Subwoofer Amplifier
 2 sets of T-module Clamps
 2 sets of T-module Feet

T-3P:  2 each T-1 Modular Loudspeaker
 4 each 1010-SEN Non-powered Subwoofer
 4 each SA-400 Subwoofer Amplifier
 4 sets of T-module Clamps
 2 sets of T-module Feet

T System Configurations:

RBH Sound  
T System  
Modular Speakers

The T-1, T-2 and T-3 
are the modular speaker 
models which make up the 
T System – the flagship of 
the Signature Series by RBH 
Sound Sound. This system is 
designed specifically for the 
most demanding audio and 
home theater enthusiast.

With four 6½-inch 
aluminum cone woofers 
and three 1-inch silk-dome 
tweeters, a power handling 
capacity of 500 Watts and 
a sensitivity of 92dB, the 
T-1 has a dynamic range 
that clearly puts it in a 
league of its own. The T-1’s 
driver configuration focuses 
the sound at the listening 
position for incredible 
imaging. When mated with 
one or two 1010-SEN dual 
10-inch aluminum cone 
subwoofers, the T-1 becomes 
a T-2 or T-3. The T-2 and 
T-3 are designed to provide 
definitive performance for 
large-scale music and home 
theater systems.

The T-2 consists of a T-1 
atop a 1010-SEN subwoofer. 
The T-2 provides larger 
listening rooms and home 
theaters with astonishing 
clarity and performance.

For the person who 
wants nothing short of 
the best, the T-3 is the 
answer. By ‘sandwiching’ a 
T-1 between two 1010-SEN 
subwoofers, the towering 
T-3 provides astounding 
sonic clarity throughout 
the frequency spectrum, 
and can produce sound 
pressure levels rivaling that 
of a commercial theater. The 
T-3 also provides the most 
configuration flexibility 
in the T System, allowing 
for both full-range and LFE 
configurations for the 1010-
SEN sections.

The T-1, T-2 and T-3 come 
in mirror-image pairs, and 
can be used as freestanding 
speakers or integrated into 
custom cabinetry.

The T System speakers are available 
in 30 uniquely different woodgrain 
veneer finishes in addition to 
standard black or glass black to 
match any décor.

All powered T System configura-
tions feature RBH’s high-perfor-
mance subwoofer amplifiers  
which supply 400 Watts continu-
ous power to each subwoofer.

“…the T-2P’s produced the deepest 
soundstage  I have ever experienced 
in my listening room.” “Sonically and 
visually, this is a mighty impressive 
system.”

— Brent Butterworth 
Home Entertainment

“…I found the T-2P’s to be a rare 
combination…capable of reproducing 
the subtlest nuances in acoustic 
sweetness and detail yet they could 
rock your shorts off.”

— Brian Kahn 
Audio Video Revolution

“…the rewards of the T-2 System to 
the true music lover are limitless.” 
“If you are serious about audio…you 
owe it to yourself to arrange an 
audition of a Signature T System….”

— Gene Dellasala 
Audioholics.com
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2-Way LCR1 
 

(3) 1” (25mm) 

(4) 6-1/2” (165mm) 

N/A 

2500Hz 
 

4 Ohms 

40Hz– 
20kHz ±3dB 

500 Watts 

92dB  
(2.83V/1M)

30” (762mm) H 
13-1/4” (337mm) W 
18” (457mm) D

90 lbs. (40.82 Kg)

3-Way  
Modular Tower 

(3) 1” (25mm) 

(4) 6-1/2” (165mm) 

(2) 10” (254mm) 

2500Hz2 
 

4 Ohms (T-1) 
4 Ohms (sub)

20Hz– 
20kHz ±3dB 

500 Watts/ 
400 Watts

92dB  
(2.83V/1M)

61-1/4” (1556mm) H3 
15½” (394mm) W3 
18” (457mm) D

160 lbs. (75.58 Kg)

3-Way  
Modular Tower 

(3) 1” (25mm) 

(4) 6½” (165mm) 

(2) 10” (254mm) 

2500Hz & 
Variable 
Low-pass

4 Ohms (T-1) 
4 Ohms (sub)

20Hz– 
20kHz ±3dB 

500 Watts/ 
+ 2 Amplifiers

92dB  
(2.83V/1M)

61-1/4” (1556mm) H3 
15½” (394mm) W3 
18” (457mm) D

160 lbs. (75.58 Kg)

3-Way  
Modular Tower 

(3) 1” (25mm) 

(4) 6-1/2” (165mm) 

(4) 10” (254mm) 

2500Hz2 
 

4 Ohms (T-1) 
4 Ohms (sub)

20Hz– 
20kHz ±3dB 

500 Watts/ 
800 Watts

92dB  
(2.83V/1M)

92” (2337mm) H3 
15½” (394mm) W3 
18” (457mm) D

230 lbs. (104.33 Kg)

3-Way  
Modular Tower 

(3) 1” (25mm) 

(4) 6-1/2” (165mm) 

(4) 10” (254mm) 

2500Hz & 
Variable 
Low-pass

4 Ohms (T-1) 
4 Ohms (sub)

20Hz– 
20kHz ±3dB 

500 Watts/ 
+ 4 Amplifiers

92dB  
(2.83V/1M)

92” (2337mm) H3 
15½” (394mm) W3 
18” (457mm) D

230 lbs. (104.33 Kg)

1 LCR=Can be used as Left, Center or Right Effect.
2 T-2N & T-3N models do not feature a crossover for subwoofer section(s). 

3 Dimensions when feet & clamps are used.

Many audio experts consider the T System the best-sounding, most versatile  
large speaker system on the market. Audition the T System yourself to see why.


